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BTS MALFUNCTION DETECTED AND 
A COMMAND ISSUED TO 
REMOVE THE BTS FROM THE 
COMMUNICATION NETWORK 
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OPERATOR ISSUES COMMAND 

TO REMOVE BTS FROM 
COMMUNICATION NETWORK 
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BTS TRANSMITS UPDATED NEIGHBOR 
LIST TO SUBSCRIBER UNITS 



ALL OUTGOING COMMUNICATIONS FROM THE BTS INCLUDING 
COMMUNICATION SIGNALS TRANSMITTED ON TRAFFIC CHANNELS 
AND THE CONTROL CHANNEL ARE GRADUALLY ATTENUATED 






BTS TRANSMITS MESSAGE TO 
ATTEMPTS TO ESTABLISH 001 
THE COMMUNIC/ 


SUBSCRIBER UNITS TO DELAY 
ilMUNICATIVE COUPLING WITH 
mOH NETWORK 
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BTS CHECKS TO SEE IF ANY ACTIVE PACKET 
DATA TRANSMISSIONS ARE IN PROGRESS 



'4W NO 



EMPLOY ALL AVAILABLE 
TRAFFIC CHANNELS TO 
TRANSMIT ACTIVE DATA 
PACKET TRANSMISSIONS 
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NO FURTHER ACTION 
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500 



RECEIVES A COMMUNICATION SIGNAL VIA 
THE ASSIGNED TRAFFIC CHANNEL 
FROM THE SELECTED BTS 

i 



502 



RETRIEVES LIST OF NEIGHBORING BTS's 
FROM SUBSCRIBER MEMORY 
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SELECTS AN ALTERNATIVE BTS FROM THE 
RETRIEVED LIST OF NEIGHBORING BTS's 
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LISTENS FOR CONTROL SIGNAL TRANSMITTED 
BY AN ALTERNATE BTS 
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NO 



CHECKS TO SEE IF THE SIGNAL STRENGTH OF THE 
CONTROL SIGNAL FROM THE ALTERNATE BTS IS 
GREATER THAN THE SIGNAL STRENGTH OF THE 

COMMUNICATION SIGNAL FROM THE SELECTED BTS 



YES 



MAINTAINS COMMUNICATIVE 
COUPLING WITH THE SELECTED BTS 
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REMOVES COMMUNICATIVE 
COUPLING WITH THE SELECTED BTS 
AND ESTABLISHES COMMUNICATIVE 
COUPLING WITH THE ALTERNATE BTS 
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